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PLAN

STANDARD TIMBER LOGISTICS PALETTE
EURO-PALETTE OR EQUIVALENT

ADJUST DIMENSIONS TO SUIT PALETTES

STANDARD TAPSTAND ASSEMBLY
POSITIONED CENTRALLY WITH TAP

OUTLET 50CM ABOVE PALETTE SURFACE

ALTERNATIVE: DRAINAGE CHANNEL MAY
BE REPLACED WITH 6" PVC DRAINAGE

PIPE INCLINED TOWARDS SOAKAGE PIT.
DRAINAGE PIPE AND SOAKAGE PIT TO

BE COVERED WITH PLASTIC SHEET AND
30cm  LAYER OF COMPACTED SOIL.

SOAKAGE PIT DEPTH TO ACCOUNT FOR
LOCAL SOIL CONDITIONS AS PER

SPECIFICATION. PIT TO BE COVERED
WITH PLASTIC SHEET AND 30cm LAYER

OF COMPACTED SOIL.
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NOTES
-TAPSTAND TO BE POSITIONED CENTRALLY WITH TAP SPOUTS 50cm ABOVE GRAVEL SURFACE
- SOAKAGE PIT DIMENSIONS TO BE DETERMINED BY ON-SITE SOIL INFILTRATION TESTS - REFER TO SPEC.
-REFER TO SPECIFICATION FOR MATERIAL DESCRIPTIONS
-DIMENSIONS ARE NOMINAL AND MAY BE ADJUSTED TO SUIT LOCAL CONDITIONS AND REQUIREMENTS
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