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—— BRICK MASONRY DRAINAGE CHANNEL

DOUBLE BRICK MASONRY WITH 1:4 MORTAR - BRICKS ——
22CM X 11CM X 8CM OR LOCAL EQUIVALENT

SECTI ON —— CEMENT MORTAR CAPPING MIN 2CM THICK - 1:4

—— FIRED BRICK ROAD SURFACE,
BRICKS LAYED ON SIDE IN HERRINGBONE PATTERN
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PROVIDE WEEP HOLES AT APPROX. 1M CENTRES -
EAVE VERTICAL MASONRY JOINT FREE OF MORTAR -
d REDUCE BLOCKAGES BY PLACING AGGREGATE
= BACKING TO SOIL BACKFILL

COMPACTED SUB-BASE, MIN. 50MM THICK, SAND

—— CONCRETE DRAINAGE CHANNEL, WALLS & BASE MIN. 100MM THICK, 1:2:4

—— CEMENT MORTAR DRAIN BASE, MIN. 50MM THICK, 1:2, LAID TO FALLS MIN 1:50 MIN.

—— COMPACTED SUB-BASE, MIN. 50MM THICK, SAND

ALTERNATIVE — FIRED BRICK ROAD SURFACE,

SECTION BRICKS LAYED ON SIDE IN HERRINGBONE PATTERN
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NATURAL GROUND LEVEL
COMPACTED SUB-BASE, MIN. 50MM THICK, SAND

EDGING BRICKS LAYED ON END
COMPACTED SOIL ON NATURAL GROUND

DWG NO. TITLE DRAWN BY UNITS g \
D2-] Road-Brick o o {M) UNHCR
- Plan & Section CHECKED BY SHEET N\ o
RN lofl 2 £ TheUN Refugee Agency
PROJECT SCALE DATE Technical Support Section

Community Infrastructure Catalogue  1:30 31.08.2023 Community Infrastructure Catalogue



	Sheets and Views
	D2-1


