
SECTION

PRO
JEC

T
C

om
m

unity Infrastructure C
atalogue

TITLE
Laundry Pad - Reinforced concrete
Section

SC
ALE

D
RAW

N
 BY

1:30

A
U

C
H

EC
KED

 BY
RN

D
ATE

U
N

ITS

31.08.2023

C
M

SH
EET

2 of 2
G

1-2
D

W
G

 N
O

.

Technical Support Section
C

om
m

unity Infrastructure C
atalogue

NOTES
1. Refer to Specification for material descriptions.
2. Structural design to be verified by local engineer for compliance with local conditions and norms
3. Ensure the correct water content of mixed concrete - slump test should yield < 1

4 height reduction.
4. Slabs to be cast in a single pour. All concrete works to be vibrated or well rodded.
5. Ensure all poured concrete  is kept damp and out of direct sunlight for at least 7 days while curing.

ALTERNATIVE: DRAIANGE CHANNEL
MAY BE REPLACED WITH 150MM PVC
DRAINAGE PIPE INCLINED TOWARDS
SOAKAGE PIT.

SOAKAGE PIT COVERED WITH PLASTIC SHEETING AND 30CM OF
COMPACTED SOIL. SOAKAGE PIT DIMENSIONS TO DETERMINED
BY ON-SITE FILTRATION TEST
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