
GSPublisherVersion 0.0.100.100

N

REV.00                   DATE: JUNE 2024UNHCR SUDAN
NOTE: ALL DIMENSIONS ARE SHOWN IN METERS (M) UNLESS OTHERWISE SPECIFIED. DRAWINGS ARE NOT SCALED. ONLY FIGURED DIMENSIONS TO BE USED. THE CONTRACTOR MUST CHECK AND VERIFY ALL DIMENSIONS ON SITE BEFORE COMMENCING OF ANY WORK.

WADI HALFA FIELD OFFICE 

WADI HALFA FIELD OFFICE  -  NORTHERN STATE

THE STORM DRAINS TO COMPLY WITH BS 556. ALL TESTING OF PIPES MUST BE COMPLETE BEFORE PLASTERING.ALL MECHANICAL WORKS MUST BE COORDINATED WITH ELECTRICAL WORKS AND ANY CONFLICTS RESOLVED BEFORE WORKS BEGIN.
ELECTRICAL GENERAL: ALL CONDUITS MUST BE LAID BEFORE PLASTERING

FEEDBACK: ADMINISTRATION TECHNICAL UNIT     

2.
40

0.85

3.26

4.
75

4.
75

2.05

3.26

3.
26

2.004.00

1.
80

1.00 1.00 1.00 1.00

0.
55

0.75

0.
69

0.
69

15.67

2.40

4.60

8.
02

3.
25

9.
50

6.
50

3.
00

3.25
1.50

1.50

4.00

21
.0

0

22.00

0.
45

9.
50

1.
40

10.00

1.86

5.51

2.1
1

4.
627.00

6.
12

2.50

3.
60

SECURITY 
ENTRANCE

M
O

D
U

LE
  3

 

O
FF

IC
E

O
FF

IC
E

M
O

D
U

LE
  2

 

PARKING

MODULE 1 

SERVICES

2000LTR 
Tank Tower

SE
PT

IC
 T

AN
K

2500LTR Tank 
RESERVE

MH2
4'' slope 1:6MH1 MH3EMERGENCY 

EXIT

M
A

IN
 

EN
TR

A
N

C
E

SOAK AWAY 
PIT

D
IN

N
IN

G
K

IT
C

H
EN

STORE

ROAD

R
O

A
D

MODULE 4 

SHADE

GROUND FLOOR PLAN



GSPublisherVersion 0.0.100.100

N

REV.00                   DATE: JUNE 2024UNHCR SUDAN
NOTE: ALL DIMENSIONS ARE SHOWN IN METERS (M) UNLESS OTHERWISE SPECIFIED. DRAWINGS ARE NOT SCALED. ONLY FIGURED DIMENSIONS TO BE USED. THE CONTRACTOR MUST CHECK AND VERIFY ALL DIMENSIONS ON SITE BEFORE COMMENCING OF ANY WORK.

WADI HALFA FIELD OFFICE 

WADI HALFA FIELD OFFICE  -  NORTHERN STATE

THE STORM DRAINS TO COMPLY WITH BS 556. ALL TESTING OF PIPES MUST BE COMPLETE BEFORE PLASTERING.ALL MECHANICAL WORKS MUST BE COORDINATED WITH ELECTRICAL WORKS AND ANY CONFLICTS RESOLVED BEFORE WORKS BEGIN.
ELECTRICAL GENERAL: ALL CONDUITS MUST BE LAID BEFORE PLASTERING

FEEDBACK: ADMINISTRATION TECHNICAL UNIT     

3.26

4.
75

4.
75

9.
50

O
FF

IC
E

O
FF

IC
E

M
O

D
U

LE
  3

 

FIRST FLOOR PLAN



GSPublisherVersion 0.0.100.100

N

REV.00                   DATE: JUNE 2024UNHCR SUDAN
NOTE: ALL DIMENSIONS ARE SHOWN IN METERS (M) UNLESS OTHERWISE SPECIFIED. DRAWINGS ARE NOT SCALED. ONLY FIGURED DIMENSIONS TO BE USED. THE CONTRACTOR MUST CHECK AND VERIFY ALL DIMENSIONS ON SITE BEFORE COMMENCING OF ANY WORK.

WADI HALFA FIELD OFFICE 

WADI HALFA FIELD OFFICE  -  NORTHERN STATE

THE STORM DRAINS TO COMPLY WITH BS 556. ALL TESTING OF PIPES MUST BE COMPLETE BEFORE PLASTERING.ALL MECHANICAL WORKS MUST BE COORDINATED WITH ELECTRICAL WORKS AND ANY CONFLICTS RESOLVED BEFORE WORKS BEGIN.
ELECTRICAL GENERAL: ALL CONDUITS MUST BE LAID BEFORE PLASTERING

FEEDBACK: ADMINISTRATION TECHNICAL UNIT     

2.004.00

1.
80

1.00 1.00 1.00 1.00

4.00

1.
40

2.01

3.
25 SERVICES STORE GROUND

MODULE (01) PLAN



GSPublisherVersion 0.0.100.100

N

REV.00                   DATE: JUNE 2024UNHCR SUDAN
NOTE: ALL DIMENSIONS ARE SHOWN IN METERS (M) UNLESS OTHERWISE SPECIFIED. DRAWINGS ARE NOT SCALED. ONLY FIGURED DIMENSIONS TO BE USED. THE CONTRACTOR MUST CHECK AND VERIFY ALL DIMENSIONS ON SITE BEFORE COMMENCING OF ANY WORK.

WADI HALFA FIELD OFFICE 

WADI HALFA FIELD OFFICE  -  NORTHERN STATE

THE STORM DRAINS TO COMPLY WITH BS 556. ALL TESTING OF PIPES MUST BE COMPLETE BEFORE PLASTERING.ALL MECHANICAL WORKS MUST BE COORDINATED WITH ELECTRICAL WORKS AND ANY CONFLICTS RESOLVED BEFORE WORKS BEGIN.
ELECTRICAL GENERAL: ALL CONDUITS MUST BE LAID BEFORE PLASTERING

FEEDBACK: ADMINISTRATION TECHNICAL UNIT     

3.
26

6.50 3.00
9.50

DINNING KITCHEN GROUND

MODULE (02) PLAN



GSPublisherVersion 0.0.100.100

N

REV.00                   DATE: JUNE 2024UNHCR SUDAN
NOTE: ALL DIMENSIONS ARE SHOWN IN METERS (M) UNLESS OTHERWISE SPECIFIED. DRAWINGS ARE NOT SCALED. ONLY FIGURED DIMENSIONS TO BE USED. THE CONTRACTOR MUST CHECK AND VERIFY ALL DIMENSIONS ON SITE BEFORE COMMENCING OF ANY WORK.

WADI HALFA FIELD OFFICE 

WADI HALFA FIELD OFFICE  -  NORTHERN STATE

THE STORM DRAINS TO COMPLY WITH BS 556. ALL TESTING OF PIPES MUST BE COMPLETE BEFORE PLASTERING.ALL MECHANICAL WORKS MUST BE COORDINATED WITH ELECTRICAL WORKS AND ANY CONFLICTS RESOLVED BEFORE WORKS BEGIN.
ELECTRICAL GENERAL: ALL CONDUITS MUST BE LAID BEFORE PLASTERING

FEEDBACK: ADMINISTRATION TECHNICAL UNIT     

3.
26

9.50
4.75 4.75

9.50

3.
25

2.
05

2.
05

1.
00

3.50

OFFICE OFFICE GROUND

UPPEROFFICE OFFICE

MODULE (03) PLAN



GSPublisherVersion 0.0.100.100

N

REV.00                   DATE: JUNE 2024UNHCR SUDAN
NOTE: ALL DIMENSIONS ARE SHOWN IN METERS (M) UNLESS OTHERWISE SPECIFIED. DRAWINGS ARE NOT SCALED. ONLY FIGURED DIMENSIONS TO BE USED. THE CONTRACTOR MUST CHECK AND VERIFY ALL DIMENSIONS ON SITE BEFORE COMMENCING OF ANY WORK.

WADI HALFA FIELD OFFICE 

WADI HALFA FIELD OFFICE  -  NORTHERN STATE

THE STORM DRAINS TO COMPLY WITH BS 556. ALL TESTING OF PIPES MUST BE COMPLETE BEFORE PLASTERING.ALL MECHANICAL WORKS MUST BE COORDINATED WITH ELECTRICAL WORKS AND ANY CONFLICTS RESOLVED BEFORE WORKS BEGIN.
ELECTRICAL GENERAL: ALL CONDUITS MUST BE LAID BEFORE PLASTERING

FEEDBACK: ADMINISTRATION TECHNICAL UNIT     

0.750.701.14
0.15

1.140.76

0.
86

1.
55

0.
75

4.75

1.56

1.
40

SYMBOL DESCRIPTION

CEILING LED LAMP

13 AMP SOCKET

AIR CONDITION

AC CONECT/SOCKET

ELECTRICAL PLAN



GSPublisherVersion 0.0.100.100

N

REV.00                   DATE: JUNE 2024UNHCR SUDAN
NOTE: ALL DIMENSIONS ARE SHOWN IN METERS (M) UNLESS OTHERWISE SPECIFIED. DRAWINGS ARE NOT SCALED. ONLY FIGURED DIMENSIONS TO BE USED. THE CONTRACTOR MUST CHECK AND VERIFY ALL DIMENSIONS ON SITE BEFORE COMMENCING OF ANY WORK.

WADI HALFA FIELD OFFICE 

WADI HALFA FIELD OFFICE  -  NORTHERN STATE

THE STORM DRAINS TO COMPLY WITH BS 556. ALL TESTING OF PIPES MUST BE COMPLETE BEFORE PLASTERING.ALL MECHANICAL WORKS MUST BE COORDINATED WITH ELECTRICAL WORKS AND ANY CONFLICTS RESOLVED BEFORE WORKS BEGIN.
ELECTRICAL GENERAL: ALL CONDUITS MUST BE LAID BEFORE PLASTERING

FEEDBACK: ADMINISTRATION TECHNICAL UNIT     

1.82 0.81 1.08 0.27

0.
85

1.
59

0.
71

1.91

0.
61

0.
86

1.
09

0.
59

SYMBOL DESCRIPTION

CEILING LED LAMP

13 AMP SOCKET

AIR CONDITION

AC CONECT/SOCKET

ELECTRICAL PLAN



GSPublisherVersion 0.0.100.100

N

REV.00                   DATE: JUNE 2024UNHCR SUDAN
NOTE: ALL DIMENSIONS ARE SHOWN IN METERS (M) UNLESS OTHERWISE SPECIFIED. DRAWINGS ARE NOT SCALED. ONLY FIGURED DIMENSIONS TO BE USED. THE CONTRACTOR MUST CHECK AND VERIFY ALL DIMENSIONS ON SITE BEFORE COMMENCING OF ANY WORK.

WADI HALFA FIELD OFFICE 

WADI HALFA FIELD OFFICE  -  NORTHERN STATE

THE STORM DRAINS TO COMPLY WITH BS 556. ALL TESTING OF PIPES MUST BE COMPLETE BEFORE PLASTERING.ALL MECHANICAL WORKS MUST BE COORDINATED WITH ELECTRICAL WORKS AND ANY CONFLICTS RESOLVED BEFORE WORKS BEGIN.
ELECTRICAL GENERAL: ALL CONDUITS MUST BE LAID BEFORE PLASTERING

FEEDBACK: ADMINISTRATION TECHNICAL UNIT     

0.91 0.96 0.901.00

0.730.19

0.690.500.71 0.22 0.50 0.18

D1
TYPE

1.00
W H

D2
2.00

0.85 2.00

DOORS & WINDOWS

REMARKS

INCLUDE FRAME

INCLUDE FRAME

W1 1.20 1.00 INCLUDE FRAME

W2 0.50 0.50 INCLUDE FRAME

W1

W2

D1

D2

D1 D1D1

W2W2W2W2

D2 D2 D2

DOORS AND WINDOWS



GSPublisherVersion 0.0.100.100

N

REV.00                   DATE: JUNE 2024UNHCR SUDAN
NOTE: ALL DIMENSIONS ARE SHOWN IN METERS (M) UNLESS OTHERWISE SPECIFIED. DRAWINGS ARE NOT SCALED. ONLY FIGURED DIMENSIONS TO BE USED. THE CONTRACTOR MUST CHECK AND VERIFY ALL DIMENSIONS ON SITE BEFORE COMMENCING OF ANY WORK.

WADI HALFA FIELD OFFICE 

WADI HALFA FIELD OFFICE  -  NORTHERN STATE

THE STORM DRAINS TO COMPLY WITH BS 556. ALL TESTING OF PIPES MUST BE COMPLETE BEFORE PLASTERING.ALL MECHANICAL WORKS MUST BE COORDINATED WITH ELECTRICAL WORKS AND ANY CONFLICTS RESOLVED BEFORE WORKS BEGIN.
ELECTRICAL GENERAL: ALL CONDUITS MUST BE LAID BEFORE PLASTERING

FEEDBACK: ADMINISTRATION TECHNICAL UNIT     

0.751.201.681.00

4.75

3.
25

D1
TYPE

1.00
W H

W1
2.00

1.20 1.00

DOORS & WINDOWS

D1W1 W1D1

REMARKS

INCLUDE FRAME

INCLUDE FRAME

DOORS AND WINDOWS



GSPublisherVersion 0.0.100.100

N

REV.00                   DATE: JUNE 2024UNHCR SUDAN
NOTE: ALL DIMENSIONS ARE SHOWN IN METERS (M) UNLESS OTHERWISE SPECIFIED. DRAWINGS ARE NOT SCALED. ONLY FIGURED DIMENSIONS TO BE USED. THE CONTRACTOR MUST CHECK AND VERIFY ALL DIMENSIONS ON SITE BEFORE COMMENCING OF ANY WORK.

WADI HALFA FIELD OFFICE 

WADI HALFA FIELD OFFICE  -  NORTHERN STATE

THE STORM DRAINS TO COMPLY WITH BS 556. ALL TESTING OF PIPES MUST BE COMPLETE BEFORE PLASTERING.ALL MECHANICAL WORKS MUST BE COORDINATED WITH ELECTRICAL WORKS AND ANY CONFLICTS RESOLVED BEFORE WORKS BEGIN.
ELECTRICAL GENERAL: ALL CONDUITS MUST BE LAID BEFORE PLASTERING

FEEDBACK: ADMINISTRATION TECHNICAL UNIT     

0.50 1.20 0.81 1.30 2.59 0.411.200.34

1.
01

1.
00

0.
20

D1
TYPE

1.00
W H

D2
2.00

1.30 2.00

DOORS & WINDOWS

REMARKS

INCLUDE FRAME

INCLUDE FRAME

D1

W1 W1D1D2

W1 1.20 1.00 INCLUDE FRAME

W2

W2 1.00 0.75 INCLUDE FRAME

DOORS AND WINDOWS



GSPublisherVersion 0.0.100.100

N

REV.00                   DATE: JUNE 2024UNHCR SUDAN
NOTE: ALL DIMENSIONS ARE SHOWN IN METERS (M) UNLESS OTHERWISE SPECIFIED. DRAWINGS ARE NOT SCALED. ONLY FIGURED DIMENSIONS TO BE USED. THE CONTRACTOR MUST CHECK AND VERIFY ALL DIMENSIONS ON SITE BEFORE COMMENCING OF ANY WORK.

WADI HALFA FIELD OFFICE 

WADI HALFA FIELD OFFICE  -  NORTHERN STATE

THE STORM DRAINS TO COMPLY WITH BS 556. ALL TESTING OF PIPES MUST BE COMPLETE BEFORE PLASTERING.ALL MECHANICAL WORKS MUST BE COORDINATED WITH ELECTRICAL WORKS AND ANY CONFLICTS RESOLVED BEFORE WORKS BEGIN.
ELECTRICAL GENERAL: ALL CONDUITS MUST BE LAID BEFORE PLASTERING

FEEDBACK: ADMINISTRATION TECHNICAL UNIT     

TOWER DETAILS



GSPublisherVersion 0.0.100.100

N

REV.00                   DATE: JUNE 2024UNHCR SUDAN
NOTE: ALL DIMENSIONS ARE SHOWN IN METERS (M) UNLESS OTHERWISE SPECIFIED. DRAWINGS ARE NOT SCALED. ONLY FIGURED DIMENSIONS TO BE USED. THE CONTRACTOR MUST CHECK AND VERIFY ALL DIMENSIONS ON SITE BEFORE COMMENCING OF ANY WORK.

WADI HALFA FIELD OFFICE 

WADI HALFA FIELD OFFICE  -  NORTHERN STATE

THE STORM DRAINS TO COMPLY WITH BS 556. ALL TESTING OF PIPES MUST BE COMPLETE BEFORE PLASTERING.ALL MECHANICAL WORKS MUST BE COORDINATED WITH ELECTRICAL WORKS AND ANY CONFLICTS RESOLVED BEFORE WORKS BEGIN.
ELECTRICAL GENERAL: ALL CONDUITS MUST BE LAID BEFORE PLASTERING

FEEDBACK: ADMINISTRATION TECHNICAL UNIT     

SAFE DOOR DETAILS


	WADI HALFA FIELD OFICE - 1 - Layouts
	WADI HALFA FIELD OFICE
	A.01 Layout
	A.02 Layout
	A.03 Layout
	A.04 Layout
	A.05 Layout
	A.06 Layout2
	A.07 Layout
	A.08 Layout
	A.09 Layout
	A.10 Layout
	A.11 Layout
	A.12 Layout



